Registering the 4000 ED with Windows 98 SE

Before beginning device registration, confirm that:

* you have completed the |IEEE 1394 update described in Step 5
of the 4000 ED/COOLSCAN 1V ED User’s Manual

* you have installed Nikon Scan 3 as instructed in the Nikon

Scan Reference Manual
¢ the Nikon Scan 3 CD is inserted in the CD-ROM drive

[4-1 The first time the scanner is connected,Windows will dis-
play a message stating that new hardware has been de-
tected.

14-2 After a short pause, the message —
will be replaced by the opening BF. gl v s eeeousormones
dialog for the Windows hard- [l
ware wizard. Click Next.

143 A dialog will be displayed asking
where you want Windows to
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search for a driver. If the Nikon
Scan 3 CD is not in the CD-
ROM drive, insert the disk while
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I# Speciy 5 focation

holding down the shift key to pre-

vent the Nikon Scan installer
from starting automatically.

14-4 Select Specify a location and click Browse.

dows 98 SE

14-5 In the Browse for Folder dialog,
select the WIn98SE folder from
under Nkscan > INF > Ls4000
and click OK.

Select the folder that contais diiver informaian [ INF fle] for
this device.
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14-6 After confirming that “D:\INF
\LS4000\Win98SE” is displayed
in the text box under Specify a
location (for “D” substitute the
drive letter of the CD-ROM
drive containing the Nikon Scan
3 CD), click Next.
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Click here‘ﬂ* to proceed to the next step.
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When you insert the Nikon Scan 3
CD into the CD-ROM drive, the in- s
staller Welcome program may start

automatically. Click Exit to exit the o -
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Welcome program.
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[Add New Hardware Wizard

14-7 The dialog shown at right will be
displayed. Click Next.

— Step |15—Confirm device registration
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After completing device registration, check that the Windows

Wi
device drivers are installed and functioning normally.

n of dhiver.
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I5-1 Make sure that your scanner is connected to your com-

puter and turned on.

148 A dialog will be displayed an- EE——— I5-2 From the Start menu, select Settings > Control Panel.
nouncing that registration is 2

staling the software that your new

Double-click the System icon in the window that appears.

complete. Click Finish. I5-3 The System Properties dialog will be displayed. Click the

Device Manager tab.
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_==1| | 154 Your Nikon Scanner should be
listed as an imaging device. If an

Manager | Harciware Profes | Perfarmance |

sbpype  C View davices by connecion

14-9 The dialog shown at right may “Imaging Device” item appears

click the “+” mark next to the

your computer. . . . . . H COOLSCAN 4000 ED
item to view a list of imaging

be displayed; click Yes to restart

devices.
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Click here‘ﬂ* to proceed to the next step.
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I5-5 Double-click the listing for your scanner. If your scanner is

15-6

not listed as an imaging device, proceed to “Updating the

Device Driver” (opposite).

The properties window for your
scanner will be displayed. If“This
device is working properly” ap-
pears under “Device status” in
the General tab, the device
driver for your scanner is in-
stalled and functioning normally.
Click here::i to return to the
Nikon Scan Reference Manual. If
a message such as,“The drivers
for this device are not installed”
appears, proceed to “Updating
the Device Driver” (opposite).

Nikon SUPER COOLSCAN 4000 ED Properties: I

General | Diiver |
% Nikon SUPER COOLSCAN 4000 ED

Device type:
Manufacturer

Imaging Device:
Hiken Corporation
Hardware wersior: Not avaiable

[ Device,
This device is warking propery I

Devios usage
’7 I isable inhis haidars profis ‘

[ Evists in all hardware profiles
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Updating the Device Driver

A-1 Open the Device Manager as instructed in steps 15-1 to

I5-3.

A-2 If your scanner is listed under “Unknown devices” or “Other

devices,” or appears next to a

the scanner icon to open the properties window for the

device.

A-3 Click Reinstall driver... in the
General tab of the properties
window.
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Nikon SUPER COOLSCAN 4000 ED Properties =[]
Gereral | Diiver |
@ Nikon SUPER CODLSCAN 4000 ED

Dther devices
None specifed.
Hardare versian: Not available

Device type:
Manufacturer

Device

The drivess for this device are notinstalled [Cod 28).To
reinstallthe divers for this device, click Reinstall Diiver

I Reinstal Diver ||

Device usage
I~ Disabliniis Raidhias Erofla
[V Exists in all hardware profiles

Cancel
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Click here“ﬂ§ to proceed to the next step.
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or “x,” double-click




A-4 The Update Device Driver Wizard dialog will appear. Click
Next.

A-5 Select Search for a better
driver than the one your de-
vice is using now and click
Next.

A-6 With the shift key held down to
prevent the installer from start-
ing automatically, insert the
Nikon Scan 3 CD into a CD-
ROM drive. Select Specify a lo-
cation in the dialog at right and
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click Browse.

s

When you insert the Nikon Scan 3
CD into the CD-ROM drive, the in- s
staller Welcome program may start @~

automatically. Click Exit to exit the aai
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Welcome program.

Registering the 4000 ED with Windows 98 SE

A-7 In the Browse for Folder dialog,

A-8

A-9

select the Win98SE folder from
under Nkscan > INF > Ls4000
and click OK. This will return you
to the dialog shown in Step A-6;
click Next.

Select the folder that cortains diiver informatian [ INF fle) for
this device.
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The Update Driver Wizard will announce that it has found

the drivers for your scanner; click Next.

When a message is displayed indicating that driver installa-

tion is complete, click Finish to exit the wizard. If you are

prompted to restart your computer, click Yes to restart

Windows.

Click here:i to return to the Nikon Scan Reference Manual.
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