Registering the 4000 ED with Windows Me
Before beginning device registration, confirm that:
* you have installed Nikon Scan 3 as instructed in the Nikon

Scan Reference Manual
» the Nikon Scan 3 CD is inserted in the CD-ROM drive

I4-1 The first time the scanner is connected, Windows will dis-
play a message stating that new hardware has been de-

tected.
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[Add New Hardware Wizard
windows has faund the following new hardware:

Mikn LS-4000ED  IEEE 1394 SBP2 Device

14-2 After a short pasuse, a dialog will
be displayed asking whether you
want to search for a driver au-
tomatically or specify a location.
If the Nikon Scan 3 CD is not in
the CD-ROM drive, insert the
disk while holding down the shift
key to prevent the Nikon Scan
installer from starting automati-

What would you like to do?

& it

© Specilythe lacation of the diiver (Advanced)

<Batk. Cancel

cally.
[4-3 Select Automatic search for a better driver and click
Next.

1-‘"'-'
Click here‘* to proceed to the next step.

s

When you insert the Nikon Scan 3 —
CD into the CD-ROM drive, the in- s )
staller Welcome program may start ; ;7
automatically. Click Exit to exit the s R |
Welcome program.
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14-4 You will be prompted to choose ETEEm———— “
one of the drivers shown at right.
Select the driver with the path
ending in “LS4000ME.INF” and

click OK.

14-5 The dialog shown at right will be
displayed. Click Finish.

|4-6 The dialog shown at right may
be displayed; click Yes to restart

your computer.

matches yourlanguage and device.

Diiver Descipti
kon L5-4000 E
Hikon LS-4000 ED

on [ Locaton DiverDate
D DNFALSHODDWINZOODWSA0002K INF 5222000
DAINFLS40D0WINSBSE\LS4000SE.INF. 7242000
DAINFLS4Q00WINMEN.S4000ME.INF 5112000

cova

[Add New Hardware Wizard

% Niken LS-4000ED

Windlowis has finished instaling the seftwae you selected
that your new hardware device requies.

[ |

System Settings Change: =

‘You must restart your computer befors the: new setings wil take effect.

Do youwant to restart your computer now?

Step 15—Confirm device registration
After completing device registration, check that the Windows
device drivers are installed and functioning normally.

I5-1 Make sure that your scanner is connected to your com-
puter and turned on.

I5-2 From the Start menu, select Settings > Control Panel.
Double-click the System icon in the window that appears.

I5-3 The System Properties dialog will be displayed. Click the
Device Manager tab.

[5-4 Your Nikon Scanner should be 21

General Device Manager | Hardware Profles | Perfomance |

@ View devices by type. " View devices by connection

listed as an imaging device. If an

&) COROM

& Disk diives

18 Display adspters

2 Floppy disk controllrs
o=

Tmaging Device
-3 Wikon SUFER COOLSCAN 4000 ED

Hodzm
Moritors

“Imaging Device” item appears,
click the “+” mark next to the
item to view a list of imaging

Network adapiers

devices.

H‘“‘r
Click here‘ﬂ* to proceed to the next step.
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I5-5 Double-click the listing for your scanner. If your scanner is

15-6

not listed as an imaging device, proceed to “Updating the

Device Driver” (opposite).

The properties window for your
scanner will be displayed. If“This
device is working properly” ap-
pears under “Device status” in
the General tab, the device
driver for your scanner is in-
stalled and functioning normally.
Click here::i to return to the
Nikon Scan Reference Manual. If
a message such as,“The drivers
for this device are not installed”
appears, proceed to “Updating
the Device Driver” (opposite).

Nikon SUPER COOLSCAN 4000 ED P zix

General | Driver |
% Nikon SUPER COOLSCAN 4000 ED

Device type:
Manufacturer

Imaging Device:
Hiken Corporation
Hardware wersior: Not avaiable

[ Device,
This device is warking propery

Devios usage
’7 I Disable inihis haidars profis ‘

[ Evists in all hardware profiles

Caneel

Updating the Device Driver

A-1 Open the Device Manager as instructed in steps 15-1 to

I5-3.

A-2 If your scanner is listed under “Unknown devices” or “Other

devices,” or appears next to a

(‘7’) ("”

the scanner icon to open the properties window for the

device.

A-3 Open the Driver tab and click
Update Driver....

Nikon SUPER COOLSCAN 4000 ED P 2ix|

General Driver |

% Nikon SUPER CODLSCAN 4000 ED
Driver Provider.  Nikon Corporation

11-01-2000
Not signed

Driver D ate
Digital Signer

To view details about the diiver files Ioaded for this device, click
Driver File Detais. To update the diiver fls for this device, click
Update Diiver.

" Griver File Dt ) LUpdate Driver.

oK Cancel

H\'rﬂ'
Click here‘aﬁ to proceed to the next step.
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or “x,” double-click




A-4 The Update Device Driver Wiz-
ard dialog will appear. With the
shift key held down to prevent

This wizard searches for updated diivers far

Mikan SUPER COOLSCAN 4000 ED

What would you lke to do?

& {iomatic search for a better diver (Hecommended]

the installer from starting auto-

" Specily the location of the diver (Advanced)

matically, insert the Nikon Scan 3
CD into a CD-ROM drive.

Bk ==

Select Automatic search for a better driver and click
Next.

You will be prompted to choose

matches your language and device.

Diiver Date
5222000
7242000
5112000

Nion LSA000ED  DAINF\LSA000WINZ000NL540002K INF
Nion[S4D00ED  D-AINF\LS4000YWINSBSE\LS40DDSE INF
DAINFLS4000WINMEN.S4000ME.INF

one of the drivers shown at right.
Select the driver with the path
ending in “LS4000ME.INF” and
click OK.

=

s

When you insert the Nikon Scan 3
CD into the CD-ROM drive, the in- s
staller Welcome program may start

htsp:/pvovw Nikon-Asic.com
ttp:/hvsow Nikon-Euro.com
http v Ni

automatically. Click Exit to exit the

Welcome program.
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A-7 The Update Device Driver Wizard will announce that it
has found the drivers for your scanner;click Finish to exit
the wizard. If you are prompted to restart your computer,
click Yes to restart Windows.

Click here:i to return to the Nikon Scan Reference Manual.
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