Registering the 4000 ED with Windows 2000
Before beginning device registration, confirm that:
* you have installed Nikon Scan 3 as instructed in the Nikon

Scan Reference Manual
* the Nikon Scan 3 CD is inserted in the CD-ROM drive

[4-1 The first time the scanner is connected,Windows will dis-
play a message stating that new hardware has been de-
tected.

14-2 After a short pause, the message §

‘Welcome to the Found New

. . 5| Rt
will be replaced by the opening V| [

dialog for the Windows hard-
ware wizard. Click Next.
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14-3 A dialog will be displayed asking

whether you want to search for
a driver or select one from a list.
Be sure that the Nikon Scan 3 CD
is inserted in the CD-ROM drive. If
the CD is not in the CD-ROM
drive, insert the disk while hold-

ing down the shift key to prevent
the Nikon Scan installer from
starting automatically.

144
14-5

Select the search option and click Next.

You will be prompted to choose ©

the location of the driver files.

Search for diver fles forthe fallawing hardware device:

@ Nikon LS-4000ED  IEEE 1394 SBP2 Device

Select Specify a location and

computer an din

.
floppy disk or CD-ROM dive,

click Next.
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Click here‘ﬂ* to proceed to the next step
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When you insert the Nikon Scan 3
CD into the CD-ROM drive, the in- s
staller Welcome program may start

ity /v Nikon-Asia.com =3
ity /v Nikon-Euro.com
pr

automatically. Click Exit to exit the

Welcome program.



14-6 The dialog shown at right will be
displayed; click Browse.

14-7 In the Locate File dialog, select
the CD-ROM drive containing
the Nikon Scan 3 CD (Nkscan)
from the Look in pop-up menu
and double-click the INF Files
folder. Open the Win2000
folder under the Ls4000 folder
and click Open. This will return
you to the dialog shown in Step
14-6; click OK.

14-8 The dialog shown at right will be
displayed once Windows has lo-
cated the information it needs
to register the scanner. Click
Next.
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Look in: | 3 Win2000 | @B
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The wizard found a diver for the following device:

@ Nikon LS-4000ED  IEEE 1394 SBP2 Device

‘Windows ound a diver for tis device. To insallthe diiver Windows found, lick Nest

A

149 The dialog shown at right will be
displayed. Click Yes.

14-10 The dialog shown at right will be
displayed while Windows regis-
ters the scanner.

1411 A dialog will be displayed an-
nouncing that registration is
complete. Click Finish.

14-12 The dialog shown at right may
be displayed; click Yes to restart

your computer.

Digical Signature Not Found |

The Mictosolt digital signaturs sffims that software has
been tested with Windows and that the saftware has nt
been altered since it was tested.

The software you are sbout to installdoss ot contain

Miciosoft digial signature. Therefore, there is no

guarantee that this soltwars works Gorectl with
rdaws.

Nikon L5-4000 ED

1f you wank to search for Miciosolt digitally signed
softuate, vist the Windaws Update Wb site ot
htp:/fwindowsupdate microsoft com to see i one is
available

Do you want ta continue the installation?

Na More Infa

3 Nikon LS-4000 ED
=

cessaiy o support you hardware.

Completing the Found New
Hardware Wizard

\> Nikon LS-4000 ED

To close this wizard, lck Firish.

5ystem ettings Change |
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D0 you want to restart your computer w7
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Click here‘ﬂ§ to proceed to the next step
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Step 15—Confirm device registration

After completing device registration, check that the Windows

device drivers are installed and functioning normally.

I5-1 Make sure that your scanner is connected to your com-

15-2

15-3

15-4

puter and turned on.

From the Start menu, select Settings > Control Panel.

Double-click the System icon in the window that appears.

The System Properties dialog

will be displayed. Open the
Hardware tab and click the De-
vice Manager... button.

Your Nikon Scanner should be

listed as an imaging device. If an
“Imaging devices” item appears,
click the “+” mark next to the
item to view a list of imaging
devices.
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General| etwork Identiication. Hardnare | User Profies | Advanced|

[ Hardware:

s€ The Haudnare wizard heps you insal, rinstall e,
S50 unplug, siect, and confiue your harckiare

Hardware Wizard,

-~ Device Manag

8

The Device Manager lits all the hardware devices installed
on your compute. Lise the Device Manager ta change the

piopetties of any device.
| Device Manager. [

Diiver Sigring

[~ Hardware:

Haidware pofiles provide a way for you to set up and store
diferent hardw.are configurations.

Hardiare Profies.
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B Computer
3 Disk drives
Display adapters
-5 DVDICD-ROM drives
2 Floppy disk controllers

D Floppy disk drives
2 IDE ATAJATARI controliers

[ 3 Imaging devices

-3 hikon SUPER CODLSCAN 4000 ED
Gy
) Mice and other painking devices
-3 Moritors
H Nebwork adapters
4 Other devices
- Ports (COM & LPT)
3 50und, video and geme cortroliers

System devices
Universal Serial Bus controllers

15-5 Double-click the listing for your scanner. If your scanner is

15-6

not listed as an imaging device, proceed to “Updating the

Device Driver.”

The properties window for your
scanner will be displayed. If“This
device is working properly” ap-
pears under “Device status” in
the General tab, the device
driver for your scanner is in-
stalled and functioning normally.
Click here::i to return to the
Nikon Scan Reference Manual. If
a message such as,“The drivers
for this device are not installed”
appears, proceed to “Updating
the Device Driver”

[Nikon SUPER COOLSCAN 4000 ED Prope:

2

General | Diver |

% Nikon SUPER CODLSCAN 4000 ED

Device type: Imaging devices
Manufactuer.  Nikon Corperation
Location LUN D

Device l
This devica is working propery. | =]

I you are having problems with this device, click Traubleshocter to
start the troubleshooter,

__T 1oubleshonter.
Device usage:
[Use this devics (enablel |

oK Cancel
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Updating the Device Driver
A-1 Open the Device Manager as instructed in steps 15-1 to
I5-3.

A-2 If your scanner is listed under “Unknown devices” or “Other

((”’ ("”

devices,” or appears next to a or “x,” double-click

the scanner icon to open the properties window for the

device.
A-3 Open the Driver tab and click 0
Update Driver.... % Nikon SUPER CODLSCAN 4000 ED
[Ormomi | uiosal | Upmenie |
A-4 The Welcome to the Upgrade

Welcome to the Upgrade Device
Driver Wizard

Device Driver Wizard dialog will

This wiard helps you upgrade a device dives for
hard

appear. Click Next.

To continue, cick Nex.

<ok Cancel

A-5 Select Search for a suitable

rogram that enables a hardware device ta wark with

This wizad upgrades divers for the fallawing hardware device:

driver for my device (recom-
mended) and click Next.

% NIKON 152000

A-6 With the shift key held down to prevent the installer from
starting automatically, insert the Nikon Scan 3 CD into a
CD-ROM drive. Follow the instructions in steps 14-5 to

[4-10 to specify the location of the device driver.

A-7 When a message is displayed indicating that driver installa-
tion is complete, click Finish to exit the wizard. If you are

prompted to restart your computer, click Yes to restart
Windows.
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Click here‘ﬂ& to return to the Nikon Scan Reference Manual.
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When you insert the Nikon Scan 3
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Welcome program.

A-4



